Dear Author,

This document is divided into a number of sections in which you can add your comments to the video, voiceover, online text, and .pdf.   Please be aware that our policy is to do a single complementary revision, so it is critical that all participants in this project offer their comments collectively.   In addition, please make sure that your comments are easily interpreted, transparent, and where appropriate, specifically reference a time-point in the video or step in the written section.   

Have fun!

Project Name: 
Fabrication And Characterisation Of Photonic Crystal Slow Light Waveguides And Cavities
Date:
12 / 10 / 2012
Authors and Affiliations

Please fill in any missing author information not included in the video.
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Video Comments:

Please fill in any comments you wish to make in the “comment” column and insert the time-code that references the video at the time of the mistake in the “time-code” column.   Also, please make suggestions to correct the mistake.   For example it is not enough to say that 0.25 mM Fluo-4 is incorrect.  You must suggest the correct concentration.   If you need more space to write, please do so below the table.  DO NOT ADD CORRECTIONS TO THE VOICEOVER HERE.  PLEASE DO THIS IN THE NEXT SECTION.

	Time-code
	Comment
	Suggestion 

	1.
	00:15
	Very minor: when we pipette we don’t leave spaces between the drops…
Also, the chip looks like it is made of just silicon (no bright white silica layer), which then seems to turn into SOI (with a white layer) while inside the spin coater?
	Alter first image to show multiple layer, have animation of pipetting ZEP shown an increasing single spot at the center of the chip.

	2.
	00:36
	The sample coming out of Xylene has the pattern defined in silicon rather than ZEP
	The sample should be show the developed pattern in the light blue layer that is representative of the ZEP not in the grey layer which is the silicon.

	3.
	01:03
	In the membraned chip, the silicon substrate is visible under the trenches of the access waveguide, and not very distinguishable from the layer of the PhC
	Although this is what the sample would look like after etching, please colour the grey areas underneath the crystal white to match the silica layer – this will serve to highlight the crystal pattern more clearly.

	4.
	04:08
	Chamber opening scene incorrect (wrong sequence).
	Chamber opening scene needs to either be moved to 04:25 to replace chamber opening scene at this point.

	5.
	04:42
	Second pipetting scene incorrect (wrong sequence)
	Remove close up pipetting scene as currently this is happening after the spin-coater has been closed.


Audio Comments:

This section is used to specify the changes that need to be made to the voiceover.   Please specify time code where each mistake in the voiceover occurs, your comment, the step in the script that needs to be changed, and the corrected text.  Please include the entire step from the script in last column with the corrected text in bold.  If there is a pronunciation change, please provide a phonetic pronunciation key.  

EX: 

Restinosis – (Reese-tin-oh-sis)
	Time code
	Comment
	Step in Script (ex 4.2)
	Rewritten Text or Corrected Pronunciation

	1.
	01:15
	(Audio) Narrator seems to say, “Mach Zehnder Inter-ometer”
	NA - pronunciaton
	Please change to say “Mach Zehnder InterFERometer”

	2.
	04:02
	(Audio) Can’t distinguish if they say chloroform or fluoroform! 
	NA - pronunciaton
	Chloroform IS wrong, correct to fluoroform


Text Protocol:

Please use this table to address changes that need to be made to the text.  List the step in the text protocol where there is an issue, your comments pertaining to that issue, and how we should resolve it.  For drastic changes to the protocol (major structural changes or more than 10 spelling or grammatical mistakes), we will require re-upload of the entire document.     

	1.
	Step in Protocol
	Comment
	Suggestion

	2.
	1. Sample Preparation

  2. Sample Cleaning
	Full stop after first hyphen (at subtitle)
	Remove full stop

	3.
	3. Pattern Transfer

  2. Photonic Crystal Etching
	CHF3 – 3 should be subscript
	Change 3 in CHF3 to be subscript

	4.
	3. Pattern Transfer

  4. Membrane Isolation
	Step1.2 – should have a space between the word and number
	Add space between Step and 1.2 so that it reads step 1.2

	5.
	4.2
	Last line “delayg” should read “delay”
	Change “delayg” to “delay”

	6.
	4.5
	Section loses indentation
	Ensure indentation matches previous sub-sections

	7.
	5.2
	“to a W level” should read “to a mW level”
	Change “to a W level” to read “to a mW level”

	8.
	Representative Results - Figure 4 description, paragraph 4
	“CHF3” should read “CHF3”
	Change “CHF3” to read “CHF3”

	9.
	Discussion – Sample fabrication
	Word “Finally” incorrect at this point.
	Remove word “Finally” so that sentence begins: “We believe …”


.PDF

Please use this table to address changes that need to be made to the pdf.  List the step in the text protocol where there is an issue, your comments pertaining to that issue, and how we should resolve it.  For drastic changes to the protocol, we will require re-upload of the entire document.     

	1.
	Step in Protocol
	Comment
	Suggestion

	2.
	Keywords
	“Optics and Photonics” repeated
	Remove one occurrence

	3.
	1. Sample Preparation
  2. Sample Cleaning
	Full stop after first hyphen (at subtitle)
	Remove full stop

	4.
	3. Pattern Transfer
  2. Photonic Crystal Etching
	CHF3 – 3 should be subscript
	Change 3 in CHF3 to be subscript

	5.
	3. Pattern Transfer

  4. Membrane Isolation
	Step1.2 – should have a space between the word and number
	Add space between Step and 1.2 so that it reads step 1.2

	6.
	4.2
	Last line “delayg” should read “delay”
	Change “delayg” to “delay”

	7.
	4.5
	Section loses indentation
	Ensure indentation matches previous sub-sections

	8.
	5.2
	“to a W level” should read “to a mW level”
	Change “to a W level” to read “to a mW level”

	9.
	Representative Results - Figure 4 description, paragraph 4
	“CHF3” should read “CHF3”
	Change “CHF3” to read “CHF3”

	10.
	Discussion – Sample fabrication
	Word “Finally” incorrect at this point.
	Remove word “Finally” so that sentence begins: “We believe …”


