JoVE Screenshot Capture Shotlist – JoVE 60584

60584_screenshot_1
· Step 2.4.1 (Talent starts the measurement) 0:00-0:15

60584_screenshot_2
· [bookmark: _GoBack]Step 2.6.1 (Frequency and dissipation values changing.) 0:00-0:20

60584_screenshot_3
· Step 2.6.2 (Show a stable value.) 0:00-0:10

60584_screenshot_4
· Step 2.7.1 (Frequency and dissipation values changing.) 0:00-0:20

60584_screenshot_5
· Step 2.7.2 (Show a stable value.) 0:00-0:25

60584_screenshot_6
· Step 2.7.3 (Talent ends data acquisition, and saves.) 0:00-0:23

60584_screenshot_7
· Step 4.2.2 (Film data changing, with comparison to reference) 0:00-0:22, 3:35-4:42 (This portion can be shortened by cutting down the waiting times between data collection). 

60584_screenshot_8
· Step 4.3.2 (Talent shows the thickness in the analysis system)0:00-25

60584_screenshot_9
· Step 4.4.3 (Film data stops changing) One of the first stills from this clip will show the data not changing. 

60584_screenshot_10
· Step 4.7.1 (A screenshot of an equilibrated segment) Maybe for this image, the equilibrated segment and the new step could be indicated? 
· Step 4.7.3 (The system shows a change in frequency and creates a new step in the frequency data) This image should work well here. Let me know if it does not. 

