	File Name
	Step in video script
	What is shown

	60686_screenshot1a_8well.mp4
	3.2.2
	Starting a measurement with 8well, array selection and well selection

	60686_screenshot1b_96well.mp4
	3.2.2
	Starting a measurement with 96well, array selection and well selection

	60686_screenshot2a_8well.mp4
	Former step 3.3.1
When accepting our revisions step 3.4.1
	Selecting single frequency mode 
(with active 8-well array)

	60686_screenshot2b_96well.mp4
	Former step 3.3.1
When accepting our revisions step 3.4.1
	Selecting single frequency mode 
(with active 96-well array)

	60686_screenshot3a_8well.mp4
	Former step 3.4.1
When accepting our revisions step 3.3.1
	Selecting multi frequency mode 
(with active 8-well array)

	60686_screenshot3b_96well.mp4
	Former step 3.4.1
When accepting our revisions step 3.3.1
	Selecting multi frequency mode 
(with active 96-well array)

	60686_screenshot4a_8well.mp4
	3.5.1
	Starting the measurement when 8well array is activated

	60686_screenshot4b_96well.mp4
	3.5.1
	Starting the measurement when 96well array is activated

	60686_screenshot5_8well.mp4
	5.1.2
	[bookmark: _GoBack]Normalizing data and setting time to zero using the instrument software, export of data



