List of screenshots for JOVE article #61056
Clarification: as an x100 video would be incomprehensible with a viewer unfamiliar with our targets, we decided to show both shots of the target coming to focus with a x2 magnification for demonstration.
Screenshot 1 – (Step 3.1.2) A target being focused on an X2 magnification [movement on focal axis].
Screenshot 2 – (Step 3.3.2) Astigmatism repaired in beam (beam getting intense and more focused).
	Timestamp 00:00:00-00:00:48 – Astigmatism repaired
	Timestamp 00:00:48-00:00:55 – Gain reduced
	Timestamp 00:00:55-00:01:03 – Astigmatism repaired
	Timestamp 00:01:03-EndOfVideo – Gain reduced
Screenshot 3 – (Step 3.3.3) Target Coming into focus [movement on radial axis].
Screenshot 4 – (Step 3.3.4) Ranging Sensor software showing position [bottom right part of screen].
Screenshot 5 – (Steps 4.4.1-4.2.2) - Closed-loop feedback being implemented.
	Timestamp 00:00:00-00:01:05 – Software running, allowing the ranging sensor time 	to warm up. [No reason to show all of it, a few seconds will do.]
Timestamp 00:01:05 and onwards – The software starts bringing targets to focus and irradiates them. The graph shows the position reading. Whenever the position remains unchanged for a few seconds that is when irradiation occurs for example at 00:01:10, 00:01:13, 00:01:16 etc. [Also, no reason to show all of video, ~10 seconds will do. It might aid the viewer to add a caption whenever a shot is taken].
	
