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Please use this table to address changes that need to be made to the online text/PDF document. Both the online text and PDF are generated from the HTML template of your article. Since the PDF is generated from the HTML by our conversion software, it may contain formatting errors. For major structural changes or more than 10 spelling or grammatical mistakes, we will require re-upload of the entire document.     
	
	Protocol Step
	Comment
	Requested Change (highlight in bold)

	1.
	Author Affiliation
	Australian Research Council Centre of Excellence in Advanced Molecular Imaging, Department of Chemistry and Physics, La Trobe Institute for Molecular Science, La Trobe University
	Please change to ‘Australian Research Council Centre of Excellence in Advanced Molecular Imaging, Department of Chemistry and Physics, La Trobe Institute for Molecular Science, La Trobe University, Melbourne, Australia 3086'

	2.
	Author Affiliation
	Kusel Design, Niddrie VIC 3042 
	Please correct to ‘Kusel Design, Melbourne, Australia, 3042’

	3.
	Step 1.9
	NOTE: Pre-testing of the sample stream prior to beam 
time is required to be able to select the correct injector needle size. Depending on the sample characteristics (i.e., viscosity, charging, buffer composition) the samples will flow differently depending on the needle I.D.

	NOTE: Pre-testing of the sample stream prior to beam 
time is required to be able to select the correct injector needle size. Depending on the sample characteristics (i.e., viscosity, charging, buffer composition) and the needle I.D., the samples will flow differently. ‘

	4.
	Table 1 
	Heading reads 'Data Statistics' 
	Change to bold type 'Data Statistics'

	5
	All figures 
	The images seem to be blurred in the manuscript I think it may be a result of the conversion to eps.
	I have attached these new images for Fig. 1, 2, 3 and 4 in tiff format. Can you upload these ones again? 
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