Screenshot summary

· 62267_screenshot_1
· 3.1.1  Software started, session created 00:01 – 00:28
· 62267_screenshot_2
· 3.1.1  probe position adjusted 00:01 – 00:16
· 62267_screenshot_3
· 3.2.1 SCREEN: Live view started and imaging parameters adjusted. 00:01 – 00:27
· 62267_screenshot_4
· 4.1.1 SCREEN: Angio 3D opened and parameters set. 00:01 – 00:41
· 62267_screenshot_5
· 4.3.1 SCREEN: Mouse reference template loaded and scan registered. 00:01 – 00:59
· 4.3.2 SCREEN: Results displayed and registration saved. 00:59 – 01:31
· 62267_screenshot_6
· 5.1.1 SCREEN: Files loaded in IcoStudio. 00:04- 00:07
· 5.2.1 SCREEN: Targeted regions selected. 00:07-00:24
· 5.3.1 SCREEN: Regions visualized and imaging plane selected. 00:24- 00:51
· 5.4.1 SCREEN: Motor coordinates extracted. 00:51 – 01:04
· 62267_screenshot_7
· 5.5.1 SCREEN: Coordinates entered into the Probe positioning panel. 00:02 – 00:27
· 5.6.1 SCREEN: Live view acquisition performed. 00:27 – 00:39
· 62267_screenshot_8
· 6.1.1 SCREEN: Stimulation sequence defined. 00:03 – 00:31
· 6.2.1 SCREEN: 3D fUS sequence. 00:31 – 00 :42
· 62267_screenshot_9
· SCREEN: Activation pattern filled in, activation map computed and exported. 00:02 – 01:06
· 62267_screenshot_10
· SCREEN: 3D fUS run. 00 :02 – 00 :30
· 62267_screenshot_11
· SCREEN: Acquisition loaded into IcoStudio and ROIs selected. 00:02 – 00:25
· 62267_screenshot_12
· SCREEN: Desired regions selected and results visualized. 00:02-00:59



