62396_Screenshot 1
5.1.3 Files being uploaded, uploaded files available in data sets. (0.00.01-0.00.42)

62396_Screenshot 2
5.2.1 Detector pixels being grouped. (0.00.02-0.00.25)

62396_Screenshot 3
5.3.1 Data inspected, and poor signal being masked. (0.00.01-0.00.32)  

62396_Screenshot 4
5.4.1 File being selected, and Fit Operations being selected from menu. (0.00.01-0.00.08)
5.4.2 The fits of the echo signals monitored. (0.00.28-0.00.40)

62396_Screenshot 5
5.5.1 The error being associated, Image Options selected, and the fitting parameter being selected. (0.00.01-0.00.03)   
5.5.2 Error bar being viewed. (0.00.03-0.00.08)   

62396_Screenshot 6
5.6.1 Unsatisfactory fit being viewed, and signal being refitted. (0.00.01-0.00.20)   

62396_Screenshot 7
5.7.1 File selected; unsatisfactory signals being masked. (0.00.01-0.00.13)  

62396_Screenshot 8
                5.7.2.   File selected; tabs being pressed. (0.00.01-0.00.08)  

62396_Screenshot 9
5.8.1 Beam center being entered. (0.00.01-0.00.18)   


62396_Screenshot 10
5.9.1 Desired sample file being selected, and the normalized intermediate scattering function calculated. (0.00.01-0.00.05)

   62396_Screenshot 11
5.10.1 Information being entered and OK command given. (0.00.01-0.00.18)   

62396_Screenshot 12
                            Saving data (0.00.01-0.00.25)   

