62920_screenshot_1
· 1.4.2.8 (Press “Start DAQ” and confirm electrodes receive a clear signal) 00:00-00:08
· 1.4.2.10 (Record baseline data) 00:09-00:17


62920_screenshot_2
· 1.4.2.11 (4AP activity beginning as the drug washes on) 00:00-00:28


62920_screenshot_3
· 1.4.2.11 (4AP activity having reached plateau) 00:00-00:03
· 1.4.2.12 (Record 4AP data) 00:04-00:36


62920_screenshot_4
· 2.1.1 (Pre-made analysis layout is loaded) 00:00-00:14
· 2.1.2 (File of interest is opened and electrodes are deselected) 00:15-00:35
· 2.1.3 (Time window is set) 00:36-00:42
· 2.1.4 (In cross-channel filter tab complete reference is selected and then reference electrodes are selected. Explore is being pressed) 00:43-00:55
· 2.1.5 (2nd order high pass Butterworth filter is applied in EAP filter tab) 00:56-01:07
· 2.1.6 (2nd order band pass Butterworth filter is applied in LFP filter tab) 01:08-01:17
· 2.1.7 (In the EAP detector tab, Auto threshold is selected, rising and falling edge boxes are ticked) 01:18-01:26
· 2.1.8 (Threshold values are set based on consultation with the data by moving between raw data and EAP detector tabs) 01:27-02:10


62920_screenshot_5
· 2.1.9 (Manual threshold is selected, Rising and Falling edge boxes are ticked) 00:00-00:07
· 2.1.10 (Threshold values are set for one electrode and apply to all is being selected) 00:08-01:14


62920_screenshot_6
· 2.1.12 (Press start analysis) 00:00-00:26
