· 63477_screenshot_1
3.4.1: (Shows calibration for sound levels) 00:02-00:24 (If possible crop out OBS controller on left side of screen)

· 63477_screenshot_2
4.1.1 (Opening the software and acquiring ABR recording) 00:03-00:13
4.1.2 (Setting the upper and lower limits for artifact rejection) 00:14-00:26

· 63477_screenshot_3
4.2.1 (Setting the sweep recordings to 512) 00:02-00:13

· 63477_screenshot_4
4.3.1 (Sets the parameters on amplifier settings Smart EP software) 00:02-00:17
4.3.2 (Sets the frequency and duration of the stimuli on the software) 00:18-00:41

· 63477_screenshot_5
4.5.1 (Adjusts the setting for the sampling rate and stimulus polarization) 00:02-00:51
4.5.2 (Calculating the average of tests for 1024 sweeps) 01:24-01:51

· 63477_screenshot_6
4.6.1 (Changing the stimulus intensity while recording peaks) 00:02-01:20 (screenshot_6A) 
4.6.2 (Setting ABR threshold as the lowest stimulus intensity) 00:01-00:15 (screenshot_6B)
In the script, please add: TXT: After offline correction for calibration, this raw data corresponded to a threshold of 15 dBSPL

