Screenshot Summary for 63726
· 63726_screenshot_1
· 4.3.1. SCREEN: Direct infusion Parameters for positive and negative mode are being checked. 01:08-01:33
· 4.3.2. SCREEN: Setup temperature and create a new plate 01:41 – 2:02 
· [bookmark: _GoBack]4.4.1. SCREEN: MS method is being checked for positive mode. 02:03-02:24
· 4.5.1. SCREEN: Full-scan MS acquisition is being checked. 02:29-03:25
· 4.6.1. SCREEN: MS2 acquisition parameters and inclusion mass list are being checked. 03:50-04:15
· 4.7.1. SCREEN: Negative mode acquisition is being checked. 02:03-02:08
· 4.8.1. SCREEN: Parameters are being checked. 04:18-04:47
· 4.9.1. SCREEN: MS2 acquisition parameters and inclusion mass list are being checked. 04:50-05:09
· 4.10.1. SCREEN: Sequence queue is being created in positive mode in Xcalibur and triggered. 05:17-08:26
· 4.10.2. SCREEN: Sequence queue is being created in positive mode in ChipSoft and started. 08:30-12:25
· 63726_screenshot_2
· 4.11.1. SCREEN: Sequence queue is being created in negative mode in Xcalibur and triggered. 00:04-01:58
· 4.11.2. SCREEN: Sequence queue is being created in negative mode in ChipSoft and negative started. 01:59-4:40

