· 65290_screenshot_1.MP4
3.4.1.  Selecting Project View, then Open Data and importing the images to be analyzed into the software.00:00-00:17
· 65290_screenshot_2.MP4
3.4.2.  Align Slices, then Edit being clicked to align the pictures. Then, the Intensity Range value is adjusted by modifying the image transparency.00:00-05:22
· 65290_screenshot_3.MP4
3.5.1.  Selecting Extract Subvolume module and clipping the aligned data sets.00:00-00:19
· 65290_screenshot_4.MP4
3.6.1.  From the Segmentation subsection, Resample, Segmentation, and Save are selected.00:00-00:14
· 65290_screenshot_5.MP4
3.6.2.  The threshold of the Magic Wand and the size of the Brush tool is selected.00:00-00:30
· 65290_screenshot_6.MP4
3.6.3.  From the Selection menu + icon being clicked. 00:00-00:02
· 65290_screenshot_7.MP4
3.7.1.  Generating an image file of good size of the object and picture resolution.00:00-00:15
· 65290_screenshot_8.MP4
3.7.2.  Clicking on the Crop Editor and entering number 6 in the Virtual Slider.00:00-00:08
· 65290_screenshot_9.MP4
3.8.1.  From the Project subsection, selecting the grey area and then Generate Surface, then Create and Apply being selected.00:00-00:15
[bookmark: _GoBack]3.8.2.  Creating surface structure and 3D representation using Surface View module.00:16-00:35
