Screenshot summary
66529_screenshot_1
· 3.3.1 (open software, select system control tab,  adjust pump settings) 0:00:03-0:00:15
· 3.3.2 (adjust flowrate settings, start flow) 0:00:16-0:00:35
· 3.5.2 (stop flow) 0:00:35-0:00:38
· 4.1.2 (select manual load loop) 0:00:45-0:00:49
66529_screenshot_2
· 4.5.1 (click home tab, click new method) 0:00:03-0:00:08
· 4.5.2 (click method settings, adjust column type) 0:00:11-0:00:20
· 4.6.1 (adjust column volume and flow rate) 0:00:21-0:00:34
· 4.6.2 (adjust method base unit) 0:00:36-0:00:42
· 4.6.3 (verify inlet A and inlet B) 0:00:43-0:00:49
66529_screenshot_3
· 4.7.1 (Select method outline, add equilibration step, set volume) 0:00:03-0:00:13
· 4.7.2 (Add sample application step, set volume) 0:00:14-0:00:26
· 4.7.3 (Add column wash step, set volume, disable fraction collection) 0:00:27-0:00:40
· 4.8.1 (Add elution step, set volume) 0:00:41-0:00:50
· 4.8.2 (Save method, Click start run) 0:0052-0:01:23
· 4.8.3 (Check fraction collector box, name the run and click start) 0:01:30-0:01:44
66529_screenshot_4
· 4.10.1(Navigate to home tab, click Open Run) 0:00:02-0:00:09
· 4.10.2 (Open the run, click peak integration) 0:00:11-0:00:28
· 4.10.3 (Click fractions tab to view fractions) 0:00:29-0:00:39
