66902 Screen Capture Summary
· 66902_screenshot_1.mp4
· 3.1.2 (Navigation to Instant Stim in the setup menu and adjusting parameters) 00:01-00:10
· 3.2.1 (Creating and selecting an autosave folder in the setup menu) 00:12-00:27
· 3.3.1 (Locating the autosave base box on the software screen and changing it to a specific title) 0:29-0:36
· 3.4.1 (Selecting the sequencer at the top of the software screen. Then selecting open sequence from the new window and premade sequence from the file explorer) 00:41-00:47
· 3.4.2 (Load sequence followed by close window being clicked) 00:47-00:57
· 66902_screenshot_2.mp4
· 3.5.1 (File and live data monitor being selected) 00:06-00:09
· 3.5.2 (setting the timescale, y-value minimum, and y-value maximum in the live data monitor window) 00:12-00:18
· 66902_screenshot_3.mp4
· 3.10.1 (Clicking the instant stim button in the live data monitor window) 00:03-00:08
· 3.11.1 (Turning the range knob and recording the amperage) 00:42-00:51 (switch from 10mA to 100mA) 
· 3.11.2 (Turning the adjust know to modulate the current percentage) 02:12-02:25
· 66902_screenshot_4.mp4
· 3.12.2 (Stopping the instant stim) 00:00-00:07
· 3.12.3 (From the live data monitor window, the start sequence button being clicked) 00:40-00:45

