Screen capture summary

· 67062_screenshot_1.mp4
· 2.1.2. (Talent selecting Import button in the Data Management module. DICOM files being selected for upload) 00:00-00:17

· 67062_screenshot_2.mp4
· 2.2.1. (Talent defining cochlear metrics on the interface in the 3D Ear-Cochlea module) 00:00-01:14

· 67062_screenshot_3.mp4
· 2.3.1. (Calculation of CDL displayed, using cochlear metrics) 00:00-00:10

· 67062_screenshot_4.mp4
· 2.4.1. (Implant Assessment module opening on the screen) 00:00-00:15
· 2.4.2. (Talent adjusting the detected contact points. Contact points being confirmed on the interface) 00:16-00:24

· [bookmark: _Hlk182327309]67062_screenshot_5.mp4
· 2.5.1. (Talent selecting the Add icon in the interface to import pre-operative computed tomography images) 00:00-00:06

· 67062_screenshot_6.mp4
· 2.6.1. (Automatic fusion feature in progress, showing pre-operative and post-operative computed tomography images being aligned using mutual information algorithm) 00:00-00:09

· 67062_screenshot_7.mp4
· 2.7.1. (Re-measuring cochlear parameters on the pre-operative computed tomography image in the 3D - Cochlea module) 00:00-00:07
· [bookmark: _Hlk182478201]2.7.2. (Selecting the Automatic option in the module menu to begin cochlear parameter measurements) 00:08-00:16

· 67062_screenshot_8.mp4
· 2.8.1. (Inner ear anatomy being reconstructed in three dimensions using the automatic algorithm. TXT: Update electrode contact points with new cochlear parameters) 00:00-00:07

