Screenshot Summary

· 69354_Screenshot_1.mp4
· 2.12.1 (Show the control software interface Moving the airbrush in all three axes) 00:00-00:29
· 69354_Screenshot_2.mp4
· 2.15.1 (Show the G-code interface where the airbrush movement is defined as 10 centimeters at F8000 speed) 00:00-00:14
· 69354_Screenshot_3.mp4
· 2.15.2 (Display the E1.5 command entered for spray width and P5000 for dwell time between strokes) 00:00-00:18
· 69354_Screenshot_4.mp4
· 2.17.2 (Show the G-code editor Where the cycle Count is set, and the program is executed) 00:00-00:48
· 69354_Screenshot_5.mp4
· 2.19.1 (Show the device control interface sweeping the drain voltage from 0 to -0.6 volts while maintaining fixed gate voltages) 00:00-00:14
· 69354_Screenshot_6.mp4
· 2.19.2 (Display real-time data logging of the drain current for each voltage combination) 00:00-02:33
· 69354_Screenshot_7.mp4
· 2.20.1 (Show the drain voltage fixed at -0.5 volts on the measurement software interface) 00:00-00:17
· 69354_Screenshot_8.pm4
· 2.20.2 (Display the gate voltage sweep and corresponding drain current readings being recorded) 00:00-00:44

